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SSD/K16multi 
16kVA SUPER SILENT DIESEL GENERATING SET (1500rpm)

OUTPUT: 

16kVA (12.8kW), 50Hz, 115 / 230v, Multi Phase. 



CONTROL PANEL:
Key start / stop, low oil, high engine temperature, and charge fail warning lights. Oil pressure, temperature & Fuel gauges. Battery isolator switch & emergency stop switch.


BS4343 industrial sockets individually circuit breaker protected 

                                    1x32a, 1x16a 400v, 3x32a 115v, 2x16a & 2x32a 230v Sockets. 

RCD protected 230v sockets. Hard wire facility-230v  

ENGINE:
KUBOTA V1703, 4 cylinder water cooled diesel. Electric start/stop with low oil pressure and high engine temperature shutdown. 12v battery charge system.

ALTERNATOR:
Meccalte ECN28-2L/4 brushless maintenance free, AVR controlled alternator, single bearing.

FUEL TANK:
Bunded 120 litre base tank giving 34hours continuous use at 75% load. Fuel tank drain plug. Bund drain plug. 3-way valve.



CANOPY:
Steel panelled acoustic / weather-proof enclosure with large access doors for maintenance. Heavy duty slam locks and hinges. Lifting beam / eye and skid base.  

NOISE LEVEL:
63dB (A) @ 7 metres. 88LWA
DIMENSIONS:
L1800mm x W800mm x H1270mm

WEIGHT:

665kg (dry).
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